Metaswitch SIP Provisioning Server Endpoint Pack Documentation
This document explains how to use a specific endpoint pack with the Metaswitch SIP Provisioning Server. If you require further help using this pack and this is an accredited or certified device then Metaswitch will be able to provide assistance. For community packs, please contact the pack author.
For further details on how to develop or extend endpoint packs please see the official documentation, including “Creating an Endpoint Pack”. To find out more about your SIP end-point, please consult the Admin and User guides.
For general information on how to use the SIP Provisioning Server, please contact your Metaswitch representative.

	Pack Details
	

	Endpoint Pack ID
	snom_Mxxx-SC_Cxxx_certified

	Author

	snom technology GmbH
Pietro Bertera

	Version
	2

	Support contact
	 https://helpdesk.snom.com/

	Date of Publication
	2018-08-10

	End-point Vendor
	Snom

	End-point devices covered by this pack
	M200-SC, M400-SC, C520

	Firmware version(s) included
	· M200SC-2.10.36.386e
· M15SC-1.38.68-1
· M400SC-2.10.40.009d
· M45SC-1.38.43
· C520-WiMi-1.40.37A-1-ENG
· C520-WiMi-1.40.35B-0-ENG


	Setup Instructions
	

	DHCP Option to use
	66 and 67

	DHCP URL
	Option 66: http[s]://example.com
Option 67: /sip-ps/{mac}.cfg

	How to configure provisioning URL via web interface
	1. Click on “Servicing” on the top
2. Click “Provisioning” on the left menu
3. Type the URL into the “Provisioning Server” box. If the device isn’t temporary authenticated

	How to configure provisioning URL via endpoint menu
	1. Press Menu
2. Scroll down to Admin Settings and press Select
3. Enter the admin password, default is admin
4. Scroll down to Provisioning and press Select
5. With Server highlighted enter the URL

	Authorisation mode 
	HTTP Digest

	
	


	Authentication Login
	

	HTTP Digest login instructions
	HTTP provisioning credentials can be provided via the web UI or via the endpoint menu together with the provisioning URL.


	Default Settings
	

	Default user password for web UI
	USerp@ssw0rd

	Default passwords for endpoint menu, if different from web UI
	

	Default admin password for web UI
	ADminp@ssw0rd


Miscellaneous
Release Notes
V1 Inizial Endpoind Pack for Mxxx-SC and C520:

· Device fw upgrade

· Handset fw upgrade

· Custom URL for fw upgrade

· RTP codecs management

· FAC

· as-feature-event (C520 only)

· TLS certificate check for provisioning

· SIP check-sync event support

· SIP Server / Registrar / Proxy support

· SIP proxy discovery via NAPTR/SRV (Mxxx-SC only)

· Web interface management
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