Metaswitch SIP Provisioning Server Endpoint Pack Documentation
This document explains how to use a specific endpoint pack with the Metaswitch SIP Provisioning Server. If you require further help using this pack and this is an accredited or certified device then Metaswitch will be able to provide assistance. For community packs, please contact the pack author.
For further details on how to develop or extend endpoint packs please see the official documentation, including “Creating an Endpoint Pack”. To find out more about your SIP end-point, please consult the Admin and User guides.
For general information on how to use the SIP Provisioning Server, please contact your Metaswitch representative.
	Pack Details
	
	
	

	Endpoint Pack ID
	snom_Mxxx_certified
	
	

	Author

	snom technology GmbH
Pietro Bertera, Albert Ulanday

	Version
	2
	
	

	Support contact
	 https://helpdesk.snom.com/

	Date of Publication
	October 2021
	
	

	End-point Vendor
	Snom

	End-point devices covered by this pack
	M300 M700 M900 M25 M65 M70 M80 M85 M90
	
	

	Firmware version(s) included
	450B11


	Setup Instructions
	
	
	

	DHCP Option to use
	66 and 67
	
	

	DHCP URL
	Option 66: http[s]://example.com
Option 67: /sip-ps/{mac}.xml

	How to configure provisioning URL via web interface
	Click on “Management” on the left.

Type the URL into
“Configuration Server address” 
[http[s]://example.com/]
and “Filename”

[/sip-ps/{mac}.xml]

boxes.
	
	

	How to configure provisioning URL via endpoint menu
	

	Authorisation mode 
	HTTP Digest
	
	

	Non-alphanumeric character input instructions (enter n/a if not possible to enter)
	N/A


	Authentication Login
	

	HTTP Digest login instructions
	Click on “Management” on the left.

Type the credentials into

“HTTP Management username:” 

and 

“HTTP Management password:”

boxes.


	Default Settings
	
	
	

	Default admin user for web UI
	admin
	
	

	Default password for web UI
	u$3rpass

	Default AC Code for handset’s registration
	0000
	
	


Miscellaneous
Release Notes
V1. Initial Endpoint Pack for Mxx with firmware 450B11
· FW Bases: 
  450B11
FW Handsets: 450B11
V2. Update configuration files:
Version 2
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